Standaard looproosters
Caillebotis standard

MAAS : 30 x 30 mm
MAILLE : 30 x 30 mm

Panelen Draagstaaf Panelen Draagstaaf
Buitenafmetingen | Hoogte x dikte Buitenafmetingen | Hoogte x dikte
500x350 20x2 400x1000 30x2
600x300 20x2 500x1000 30x2
600x400 20x2 600x1000 30x2
800x400 20x2 700x1000 30x2
800x500 20x2 750x1000 30x2
200x1000 25x2 800x500 30x2
300x600 25x2 800x1000 30x2
300x1000 25x2 900x1000 30x2
400x600 25x2 1000x500 30x2
400x700 25x2 1000x600 30x2
400x800 25x2 1000x700 30x2
400x1000 25x2 1000x800 30x2
500x700 25x2 1000x900 30x2
500x800 25x2 1000x1000 30x2
500x900 25x2 1150x1000 30x2
500x1000 25x2 1200x500 30x2
600x600 25x2 1200x600 30x2
600x800 25x2 1200x1000 30x2
600x900 25x2 1250x500 30x2
600x1000 25x2 1250x1000 30x2
600x1200 25x2 1300x500 30x2
700x1000 25x2 1300x1000 30x2
750x1000 25x2 1000x500 30x3
800x1000 25x2 1000x1000 30x3
900x400 25x2 1500x500 30x3
900x500 25x2 1500x1000 30x3
900x1000 25x2 3000x1000 30x3
1000x400 25x2 1000x500 40x3
1000x500 25x2 1000x1000 40x3
1000x1000 25x2
1000x1200 25x2

eerste maat = draagstaafrichting
lere dimension = sens des barres portantes



